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Abstract
There is no doubt that power reliability in most nations of the world has increased. Over 
the years, electric power has grown beyond providing utilities to being a dominant and 
fundamental part of civilization with smart phones, electronic vehicles, personal comput-
ers, etc. In order to meet the power demands of a growing economy, energy losses need 
to be minimized along transmission and distribution lines from power generation to the 
final load. This chapter discusses renewable energy sustainable solutions and supercon-
ducting power applications as a possible solution for energy sustainability, the environ-
mental impacts of sustainable and superconducting technology with their future trends. 
It introduces smart grid and its roles in sustainability.
Keywords: superconductivity, power technology, sustainable energy
1. Introduction
Superconducting power technology offers the possibility of transmitting and distribut-
ing power with zero resistance through the adoption of a cooling method known as the 
cryogenics. Superconducting cables and many other applications use materials called 
“High Temperature Superconductors (HTS)” or Low-Temperature Superconductors 
(LTS). This chapter focuses more on HTS applications, which uses environmental friendly 
liquid nitrogen as the coolant. As shown in Figure 1, below the critical parameters: the 
critical temperature (Tc), the critical field (Hc), and the critical current, superconducting; 
this in turn makes the power density very high, and losses are practically zero. This region 
below the three constraints is known as the critical surface. Unlike conventional wires, HTS 
cables operate at a very high current with reduced operating voltage that produces efficient 
power in the grid.
© 2017 The Author(s). Licensee InTech. This chapt r is distributed under the terms of the Creative Comm s
Attribution L cense (http://creativecommons. /licenses/by/3.0), which permits unrestricted use,
distribution, and reproduction in any medium, provided the original work is properly cited.
In our society with increasing appetite for various electrical smart gadgets coupled with the 
high level of industrial production, the power generated has to be efficiently transmitted in 
order to meet the needs of consumers. The power grid serves as the intermediary network 
between the power generation plants and consumers. Power reaches its consumer in the 
following order:
1. Generation
2. High-voltage transmission substation
3. High transmission lines
4. Primary distribution substation
5. Secondary distribution substation
6. Consumers
It was estimated in the United States that power demand will grow from 3.9 billion kWh in 
2010 to 4.7 billion kWh in 2035 [2]. This massive load growth poses a challenging overload 
to conventional aluminum or copper technology; the requirement to minimize inefficiency 
from overloading can be met by superconducting power technology because it can carry 
large amounts of power in a small cross-sectional area. Figure 2 shows the stages of power 
transmission and distribution. The closed-loop cryogenic application does not support 
heat loss to the outside environment as compared to conventional systems that have direct 
Figure 1. The critical surface of a superconductor [1].
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heat loss impact on the environment. Moreover, due to its high energy per unit volume, 
superconducting applications are light in weight and are compact unlike the heavy con-
ventional systems made of copper [3].
2. Energy sustainability
There are different sources of electrical power energy which are grouped as renewable (the 
wind, geothermal, solar, and hydropower) and nonrenewable (nuclear, coal, oil, and natu-
ral gas) energy sources. Sustainable energy has become a necessity for mankind and has a 
lot to do with renewable energy sources, which can provide energy for this present genera-
tion without wasting the natural resources needed for the future generations. In order to 
sustain power for the future, many renewable sources such as the wind, solar, hydroelec-
tric, and biomass generation have been explored. This section discusses the various types 
of renewable energy as sustainable energy sources which are environmentally friendly. 
Presently, only 23.7% of the global electricity generation comes from renewable sources [5].
2.1. Biomass energy generation
Biomass is gotten from forest residues, wood waste, agricultural residue, and biomass feed-
stocks. Biomass is regarded as a clean energy because it emits lower carbon dioxide when 
compared to nonrenewable energy sources. Although the entire biomass power generation 
Figure 2. Typical power transmission and distribution [4].
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cycle is not totally free of CO
2
, harvesting and transporting biomass involves biochemical and 
thermochemical processes that release the biogas and heat, respectively. As of 2010, 4% of the 
energy used in the United States were from biomass [6].
Biomass continues to be the largest non-hydroelectric renewable technology throughout the fore-
cast horizon, growing from a capacity of about 6.7 GW in 2000 to about 10.4 GW by 2020. Similarly, 
generation from biomass will grow from 38.0 billion kWh in 2000 to 64.3 billion kWh by 2020 [7]. 
This means that the need for power generation from biomass alone will increase by about 69.2%.
2.2. Hydroelectric power generation
This being the first-generation renewable energy source, it is the most commercialized renew-
able energy source. Hydroelectric power is generated through the kinetic energy from the 
high-speed water made to flow through a dam. The water turbine actuates the speed control 
and in turn, drives the generator. From Figure 3, the large hydroelectric plant is projected to 
Figure 3. The efficiency of various power plants [8].
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have efficiency as high as 95% in 2020; efficiency is based on the turbine design, wave power, 
volume of water, and other conversion system limitations.
2.3. Solar energy generation
This is the process of absorbing sunlight to be converted to electricity, and because it does not 
emit CO
2
, it is one of the solutions to minimizing greenhouse gases. The light produced by 
sunlight is absorbed by solar panels and stored as direct current (DC), before it is converted 
to alternating current (AC) electricity by an inverter. One of its major disadvantages is that its 
peak period is during the day and at such, energy needs to be stored during the peak period 
so energy can be supplied in the off-peak period. PV cells convert solar energy into electrical 
energy with a conversion efficiency of around 15%.
2.4. Wind energy generation
Wind generation involves the use of wind turbine to convert the movement of air into electrical 
energy. The movement of air increases with height. Power generated depends on the efficiency 
of the system, wind speed rotor blade design, capacity of storage systems, and density of air. In 
a century where environmental pollution has caused great impacts like global warming on our 
planet, there is the drive to pursue cleaner means of energy like. Considering superconductivity 
in the power grid, solar energy and wind energy are the most used renewable energy sources.
2.5. Geothermal energy generation
Energy generated from heat in the Earth is referred to as geothermal energy. This energy is 
readily available as it can be found in different corners of our environment, be it at the dump 
stand or at the top of the mountains. This energy is one of the clean and sustainable solutions 
to the dependency on fossil. As shown in Figure 4, the United States in 2015 produced 15,918 
thousand MW with a state like California, which has 7% of the state’s electricity generated exo-
thermally. One of the major resources of geothermal energy is below the Earth’s crust, where 
there is a constant heat layer known as the hot molten rock or magma. This layer has the high-
est underground temperature with seismically active regions that allow heat to pass through 
tectonic plate boundaries. There are about three basic designs for geothermal plant, but the 
simplest is the dry steam generation. This concept involves getting the steam from the hot layer 
into the turbine, and then a condenser turns the hot steam into water that controls the turbine. 
The turbine in turn drives the generator which generates power. Unlike wind and solar energy, 
geothermal energy is found all through the year; it is not a seasonal renewable energy source 
[9]. Geothermal power costs 3.6 cents/kWh as compared to 5.5 cents/kWh for coal [10].
3. Applications of superconductivity in the power grid
Based on the existing infrastructure, superconducting technology has made reasonable head-
way into the electrical power transmission and some part of its distribution, but the downside 
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to this technology is that its cryogenic cooling requirement makes it expensive when compared 
to conventional technologies. Therefore, utility companies have not adopted the technology yet.
Superconductivity applications such as superconducting generators and motors, supercon-
ducting fault current limiters, superconducting transformers, and superconducting magnetic 
energy storage systems all find their usefulness in the power grid. These systems are com-
pact and energy efficient. The major drawback of superconducting technology is the cost 
of maintaining its cryogenic systems. Figure 5 shows the response of electrical resistance 
against temperature in High Temperature Superconductors (HTS) and Low Temperature 
Superconductors (LTS). LTS operate at low temperature (about 4K) in liquid helium, and they 
require little energy to quench.
HTS are superconductors with high-temperature margin and heat capacity which is respon-
sible for its high stability margin. Prior to 1986, the highest critical temperature of a supercon-
ductor was 23.2 K until Bednorz and Müller measured a critical temperature of about 30 K 
in La
2
CuO
4
 La
2
CuO
4
. Examples of high-temperature superconductors are Bi
2
Sr
2
CaCu
2
O
x
 (Bi-
2212), Bi
2
Sr
2
Ca
2
Cu
3
O
x
 (Bi-2223), and YBa
2
Cu
3
O
x
 (Y-123). They are usually cooled with liquid 
Nitrogen at about 77K. They are also known for their large magnetic field >23T, high current 
density > 300 A/mm2 and high allowable heat input [12].
3.1. Fault current limiters
The continuous growth in the demand for power necessitates the need for superconducting fault 
current limiters (SFCL). The bigger the size of the grid, the higher the chances of faults; this 
affects the operation of power equipment like transformers and other machines in the grid. A 
fault condition reduces the efficiency of the system, and this may cause a power outage if not 
promptly addressed. Moreover, the standardization of this technology is still immature, and due 
to cost issues, its marketability is very low, but this is not to underestimate its significant benefits.
Figure 4. Net generation of renewable energy sources from 2006 to 2015 in the United States [11]. Annual totals are in 
thousand MW.
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There are several types of SFCL designs, but the basic design works by applying the 
superconductivity principle as a means of protection. It basically has the superconduct-
ing material connected in parallel with a shunt, more resistive in the superconducting 
state but less resistive in the normal state. The superconductor continues its operation in 
liquid nitrogen based on its zero resistance until there is a fault condition; when current 
suddenly rises above its critical current, the excess current flows through the shunt metal 
after which the superconductor recovers its superconductivity back. SFCL employs its 
physical characteristic by handling the fault condition promptly within its first peak as 
shown in Figure 6.
One of the highlights of superconducting FCL is that they can protect upstream subnetworks, 
that is, they can protect both transmission and distribution network in a system. It is more 
suitable for these applications because nonsuperconducting FCL needs to have a predeter-
mined position in order to protect subnetworks. This technology cuts out the cost of replac-
ing circuit breakers, transformers, and separation of networks after a fault occurs. These 
mentioned components become reactive in a fault situation. SFCL increases stability in the 
transient system; instead of making significant changes like buying a new transformer or 
changing the circuit breaker when there is increased magnitude, SFCL protects the grid as 
subnetworks can be connected.
Furukawa Electric Cable (FEC) speculates that in the future, SFCL will be one of the power 
devices that permits a large number of renewable energy generators and avoids the risk of 
a network accident such as a ground fault and a circuit fault in a complex and huge power 
network [14]. Within the past decade, in Baiyin, Gansu province of China, a 10 kV/1.5 kA 
SFCL was integrated into the grid alongside with 630 kVA/10 kV/0.4 kV HTS transformer, 
380 V/1.5 kA HTS AC cable of 75 m length and 1 MJ/0.5 MVA SMES [15]. In the future, con-
tinuous researches are ongoing on the improvement of SFCL and its application in the power 
grid especially its renewable energy applications, where SFCL will act as a protection for the 
network (Figure 8).
Figure 5. Plot of electrical resistance against temperature [13].
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3.2. Superconducting magnetic storage energy systems (SMES)
Considering sustainable energy sources, there is a need to store the energy generated espe-
cially during peak periods, when most conditions at the renewable generating plant are favor-
able. SMES stores large energy in DC form as magnetic energy which is cycled indefinitely 
by the current flowing through the superconductor. SMES has power converter systems that 
convert DC to AC suitable for delivery to the utility bus as this makes it more reliable than 
other storage devices. For the purpose of superconductivity, the choice of inductors is chosen 
because the higher the current or the inductance, the more energy is stored. From Eq. (1), the 
entire volume integral is taken, because the number of turns of the inductor affects the energy:
  E =  1 ___ 
2  μ 
0
 
∫  B 2  dv (1)
A SMES system consists of four parts, which are the superconducting magnet (SCM), the 
power conditioning system (PCS), the cryogenic system (CS), and the control unit (CU) [17]. 
The first superconducting SMES application operating in a grid in the United States was a 
flexible AC transmission system [18]. The Bonneville Power Administration used a 30 MJ 
SMES in the 1980s. This SMES was operated for over 1200 h of energy transfers equivalent 
to 1 megacycle. One of the commonly adopted topologies of the SMES is the voltage source 
converter (VSC) shown in Figure 7, which is chosen based on its ability to control real and 
reactive power [19, 20]. This ability is a great tool used for reducing power fluctuations in 
renewable energy generation; hence, it is a more stable system. SMES are environmentally 
friendly, unlike batteries which depend on a chemical reaction and can act as a backup power 
supplier in case there is power loss from the main power supply (Figure 7).
Figure 6. Plot showing how an SFCL works [16].
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3.3. HTS cable
These are power cables that transmit power at lower transmission loss. There are two types of 
HTS cables, the direct current (DC) cable and alternating current (AC) cable. Discussing HTS 
Cable shown in Figure 8, this cable has the copper core that allows the flow of excess current in 
case there is a fault; the HTS tape is the superconducting layer; the high-voltage dielectric acts as 
an insulator, HTS shield tape, and copper shield wire; liquid nitrogen coolant flows within the 
inner cryostat wall and cools down the temperature below critical temperature; and the outer 
protective layer protects the entire assembly. Comparing HTS AC cables to conventional copper 
cables as discussed in [3], HTS cables can carry about 2–4 kA as Root Mean Square (RMS) voltage 
within the same cross section that carries 1 kA in copper. HTS cable design has current limiting 
capabilities. This encourages safe links between two more subnetworks in the grid in order to 
provide an alternative means of power supply in a power failure situation. HTS cables are light 
in weight and have increased capacitive charging length due to its high-line charging current.
At high frequencies AC cables are prone to AC losses generated by the power source and 
converters; this is the reason why superconducting DC cables improve the efficiency of elec-
tricity transmission and distribution network. Superconducting DC cables have four major 
parts (a) the voltage insulation, (b) the HTS superconducting tape, (c) the cryogenic envelope, 
and (d) the cooling fluid [22]. Other special advantages of high-voltage DC (HVDC) cables 
are its non-electromagnetic radiation capabilities, its compact design, and the absence of heat 
emission to the environment. This cable is suitable for a wind farm and photovoltaic power 
generation that requires the transmission of DC. In the future, DC cables can help in resolving 
the densely loaded power grid in urban regions.
4. Environment impact
Predominant challenges of the power sector are load growth, environmental safety, power 
quality, and reliability. Some of the challenges of renewable energy sources are:
Figure 7. Schematic of a VSC SMES [21].
Sustainable Power Technology: A Viable Sustainable Energy Solution
http://dx.doi.org/10.5772/intechopen.70306
25
1. Its variance in energy production with time as renewable energy sources vary with seasons 
which is the reason why they have peak periods and low peak periods.
2. Its storm damage can be very destructive especially when the design is not strong enough 
to withstand at the level of storm.
3. The continuous availability of biomass for energy indirectly affects the richness of soil 
needed.
4. Most renewable energy sources produce DC which is the reason why superconducting DC 
cables are recommended for the future transmission. In order to use this energy in an AC 
grid, additional cost for SMES or inverters will be incurred.
4.1. Impact of renewable energy sources
In the United States, for aviation safety, Federal Aviation Administration (FAA) requires that 
wind generators should not be above 200 ft tall. In the US, the National Renewable Energy 
Laboratory carried out a survey of large wind facilities showing that between 30 and 141 acres/
MW of power output capacity is used for large wind facilities. Moreover, less than 1 acre/
MW are affected permanently, and less than 3.5 acres/MW are temporarily affected during 
construction [24]. The development of the wind energy generation site interrupts other bio-
logical activities in that environment. The unused part of the land at a generation site can serve 
other purposes like agriculture. Research has also shown that when wind speed is low, bats 
are more active; the change in air pressure around wind turbines has led some bat fatality. In 
order to reduce the fatality rate, wind turbine can be kept motionless at low speed [25].
Solar power land area requirements vary depending on the technology, the topography of the 
site, and the intensity of the solar resource. Land use for utility-scale PV systems ranges from 
Figure 8. Cross section of an HTS AC single-core cable [23].
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3.5 to 10 acres/MW. The unused portion of the land at a solar generation site cannot be used 
for other purposes due to the orientation of the photovoltaic cells. Solar energy generation in 
itself is a clean energy process, but the entire life cycle especially manufacturing and disposal 
processes contributes to global warming emission at a rate of 0.08–0.2 pounds of carbon 
dioxide/kWh which is still lower as compared to fossil foil power sources [26].
Hydropower generation has an extreme impact on ecology if its generation process involves 
flooding the land. Hydroelectric power from dams can result in the fatality of fishes if they 
come in contact with the turbine blades. Releasing of water periodically can also harm 
plants and animals downstream. The entire life cycle of hydropower generation is depen-
dent on the region and generating plant, but it is estimated to be about 0.5 pounds of carbon 
dioxide/kWh [27].
4.2. Impact of superconductor applications
The following are the impact superconductivity on the environment:
1. Reduced right-of-way disruption makes it easily installed underground to avoid messing 
up urban cities with wires.
2. Lower voltage operation makes it less harmful to living things.
3. There is no electromagnetic radiation to the environment.
4. No heat emission to the environment.
4.3. Impact of smart grid on energy sustainability
Most existing utility grid is one way in direction; it lacks information about the system state 
and the load. Also, it involves the operator’s discretion to detect faults. Smart grid is the grid 
of the future because:
1. It is intelligent.
2. It involves two-way communication between the load (consumer) and the utility company.
3. It has sensors.
4. It is remote checked and has pervasive control.
5. It is self-healing and attacks resistance.
6. It gives consumers control.
Smart grid accommodates dynamism in the grid as it optimizes the use of its capital assets 
while reducing maintenance or operational cost.
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5. Conclusion
In order to reduce the use of fossil fuel and reduce greenhouse gases in the future, it is pro-
posed that renewable power sources be adopted. However, the introduction of new grid 
components may introduce fluctuations and instability to the grid. Superconducting power 
applications coupled with smart grid feature is the most promising solution for grid adjust-
ments in the future as they are more reliable and ensure stability in the grid. Sustainable cul-
ture and skill need to be developed and maintained amidst citizens to reduce further power 
demand. More network installation should be carried out to review realistic situations, and 
more researches regarding reducing cryogenic cost are ongoing so that superconducting tech-
nology becomes marketable and less expensive.
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